
  
 

 

 

 

 

 

CONSTRUCTION JOB SITE 
SAFETY CHECKLIST 

ADDRESS IDENTIFICATION: 
Address numbers must be visible on the structure 
Numbers must be a minimum 5” high 
A sign shall be located at the street entrance indicating the job site address when the site is in 
excess of 50 feet from the street entrance 

SITE ACCESS: 
Site access must be all weather roads and must be capable of sustaining 75,000 pounds for FD 
apparatus 
Temporary roads are permitted and shall be either 1st lift of asphalt or concrete/compacted gravel 
to thickness capable of supporting apparatus 
Access must be provided within 100-feet of a temporary or permanent fire department connection 

EGRESS: 
Stairways are required when a building height reaches 50 feet or 4 stories 
Stairways are required when an existing building of 50 feet or more is being altered  
At least 1 temporary lighted stairway shall be provided; unless 1 or more permanent stairways are 
erected 
Means of egress to a building shall be maintained during construction, demolition, remodeling, 
alterations and/or additions 

STANDPIPES: 
At least 1 standpipe shall be provided, during construction, in buildings that are required to have 
standpipes (Section 905.3.1) 
Such standpipes shall be installed when construction progresses to a building height of not more 
than 40 feet above the lowest level of FD vehicle access 
FD hose connections shall be provided at accessible locations adjacent to usable stairs 
Such standpipes shall be extended as construction progresses to within 1 floor of the highest point 
of construction having secured decking or flooring 

COMMUNICATION: 
Readily accessible emergency telephone facilities shall be provided 
Street address and fire department telephone numbers shall be posted in an approved location 



  

  
 

      

 

 

CONSTRUCTION JOB SITE 
SAFETY CHECKLIST 

WATER SUPPLY FOR FIRE SERVICE USE: 
An approved water supply for fire protection (temporary or permanent) shall be made available as 
soon as combustibles arrive on-site Portable fire extinguishers 
Any structure under construction, alteration, or demolition, shall be provided with not less than 1 
approved portable fire extinguisher in accordance with Section 906 and sized for not less than 
ordinary hazard 
Place the extinguishers at each stairway on all floors where combustible materials have 
accumulated; in every storage and construction shed 
Additional extinguishers shall be provided where special hazards exist; including, but not limited 
to, the storage and use of flammable and combustible liquids 

PRECAUTIONS AGAINST FIRE: 
Smoking shall be prohibited except in approved areas 
• Signs shall be posted in accordance with Section 310 
• Approved ashtrays shall be provided, in approved areas, in accordance with Section 310 

Combustible debris shall not be accumulated within buildings 
• Combustible debris, rubbish and waste materials shall be removed from buildings at the end 

of each shift of work 
• Combustible debris, rubbish, and waste materials shall not be disposed of by burning on site, 

unless approved 
Materials susceptible to spontaneous ignition, such as oily rags, shall be stored in a listed disposal 
container 
Operations involving the use of cutting and/or welding shall be done in accordance with Chapter 
26 
Temporary wiring for electrical power and lighting installations used in connection with the 
construction, alteration or demolition of buildings, structures, equipment or similar activities shall 
comply with NFPA 70 
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